
8-10 GUIDE POSTS

8-10 GUIDE POSTS

8-10.1 Description

guide posts of the type 

at the locations indicated in the Plans or where designated by the Engineer.

8-10.2 Materials

producer may submit for consideration, performance data gained from independent 
testing attested by a registered Engineer.  Acceptance of independent data or repetition of 

Adhesives for surface mounted guide posts shall meet the requirements of Sections 
9-02.1(8) or 9-26.2.  Other bonding agents may be approved by the Engineer.

8-10.3 Construction Requirements

by the Engineer.  The posts shall be installed plumb, plus or minus 1½-degrees.

Guide posts shall be of such length as to provide a height of 48-inches, plus or 
minus 3-inches, above the nearest edge of traveled pavement surface.  Surface mounted 

Flexible guide posts shall be installed according to the manufacturer’s 
recommendations.  A reasonable time prior to installation, the Contractor shall provide 
the Engineer with the manufacturer’s recommended installation procedures.  Only 1 type 

to the level of the existing surface and thoroughly compacted.  The surface of the ground 

if previously existent.

8-10.4 Measurement

Flexible guide posts will be measured by the unit for each post furnished 
and installed.

8-10.5 Payment

Payment will be made in accordance with Section 1-04.1, for the following Bid item 
when included in the Proposal:

“Flexible Guide Post”, per each.


